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1 DISCLAIMER
This product is intended for professional and/or home use. This product is not 
intended for use in a medical environment and does not have the required 
certifications for such use. Similarly, use aboard any aircraft or spacecraft while in
flight or as an adjunct to any surface, airborne or marine navigation system or any 
offshore marine activity, including control of any watercraft, or any use similar to 
those specifically herein mentioned is prohibited. Use in the aforementioned 
circumstances would require additional testing and certification.

You have not become the owner of any software - you have merely purchased the 
right to use the software. You may make one copy of the software for your own 
use. Other copies will be deemed a breach of copyright.

No warranty is made either expressed or implied including but not limited to any 
implied warranties of merchantability or fitness for a particular purpose. In no event 
shall the supplier or manufacturer of this product be liable for errors found within, or 
be liable for any direct, indirect or consequential damages or loss in connection 
with the purchase or use of this hardware software or manual. The sole and 
exclusive liability to the supplier and manufacturer regardless of the form of action 
shall not exceed the replacement cost of the materials described herein.

By using this equipment you have indicated that you have agreed to the terms 
listed above. If you do not wish to agree or the above terms are contrary to your 
conditions of purchase you may return the equipment, unused, to your supplier.  All 
trademarks and copyrights are acknowledged. E&OE.

1.1 Regulatory Agency Acceptance

European ‘CE’ Mark Statement

Emissions: BS EN 61000-6-3:2001 (Generic Immunity Standard for Residential, 
Commercial and Light Industrial)
Immunity: BS EN 61000-6-1:2001 (Generic Immunity Standard for Residential, 
Commercial and Light Industrial)

1.2 FCC Statement

Class A Device:  This equipment has been tested and found to comply with the 
limits for a Class A digital device pursuant to Part 15 of the FCC Rules. These limits 
are designed to provide a reasonable protection against harmful interference when 
the equipment is operated in a commercial environment. This equipment 
generates, uses and can radiate radio frequency energy and, if not installed and 
used in accordance with the Instruction Manual, may cause harmful interference to 
radio communications. Operation of this equipment in a residential area is likely to 
cause harmful interference in which case the user will be required to correct the 
interference at his own expense.
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Caution:  This equipment is intended for use in the manner prescribed in the 
Instruction Manual. Any user changes or modifications not expressly approved by 
TV One Multimedia Solutions could void the user’s authority to operate the 
equipment. Connecting this equipment to external devices requires no specially 
shielded cabling for FCC compliance. The Instruction Manual shows or describes 
the proper connection of this equipment for operation that insures FCC compliance.

Direct all inquiries regarding FCC compliance to:

TV One Multimedia Solutions
1350 Jamike Drive
Erlanger, KY 41018
859.282.7303
859.282.8225 (Fax)

1.3 Manual Version Information

Version: 1.2
Release Date: April, 2006

1.4 Manual Copyright Notice

This Operation Manual is the intellectual property of TV One, ©2006. No portion of 
this manual may be copied or reproduced in any manner or by any means, 
including, but not limited to electronic and electro-mechanical, without the express 
written permission of TV One.
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2 IMPORTANT SAFETY INSTRUCTION

To insure the best from this product, please read this manual carefully.  Keep it in a 
safe place for future reference.

To reduce the risk of electric shock, do not remove the cover from the unit.
No user serviceable parts inside.  Refer servicing to qualified personnel.

2.1 Power and connections 

This unit is not disconnected from the AC power source as long as it is connected 
to the wall outlet.  The off state for this unit is called standby mode.  In standby 
mode the unit is designed to consume a reduced quantity of power compared to 
normal operating modes.

When not using the unit for a long period of time, insure that the AC power cord is 
disconnected from the wall outlet.

The AC wall outlet should be installed near to the unit and be easily accessible.

Do not plug in or attempt to operate an obviously damaged unit.

2.2 Water and moisture 

To reduce the risk of fire and personal injury, operation of this device outdoors 
and/or exposure to rain, water or excessive moisture is expressly prohibited.

The apparatus shall not be exposed to dripping or splashing and no objects filled 
with liquids, such as vases, shall be placed on the apparatus.

2.3 General care

Do not force switches or external connections.  

When moving the unit, disconnect the serial port connections first then the power 
cable and finally the interconnecting cables to other devices.

Do not attempt to clean the unit with chemical solvents or aerosol cleaners, as this 
may damage the unit.  Use a clean dry cloth.

2.4 Location 

Installation of this unit should be in a cool dry place, away from sources of 
excessive heat, vibration, dust, moisture and cold. 

2.5 Ventilation 
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Slots and openings in the sides of the unit are provided for ventilation.  To ensure 
reliable operation, avoid obstruction of these openings and ensure the unit is 
installed in a well-ventilated area.

2.6 Intellectual property

Some IC chips in this product include confidential and/or trade secret property.  
Therefore you may not copy, modify, adapt, translate, distribute, reverse engineer, 
reverse assemble or decompile the contents thereof. 
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2 IMPORTANT: CONSIGNES DE SECURITE

Afin de tirer le meilleur de ce produit, merci de lire attentivement ce manuel. 
Gardez-le dans un endroit sûr pour pouvoir le consulter à nouveau.

Afin de réduire le risque de choc électrique, ne retirez pas l’unité de sa protection.

Aucune pièce réparable par l’utilisateur à l’intérieur. Référez-vous à des personnes 
qualifiées.

2.1 Alimentation électrique et connexions

Cette unité n’est pas déconnectée de la source de courant électrique tant qu’elle 
est connectée à la prise murale. Le mode éteint de cette unité est appelé mode de 
veille. En mode de veille, cette unité est conçue pour consommer une quantité 
réduite de courant par rapport aux modes normaux d’utilisation.

Lorsque vous n’utilisez pas l’unité pendant une longue période, assurez-vous que 
le câble d’alimentation électrique est déconnecté de la prise murale.

La prise murale de courant doit être installée près de l’unité et aisément accessible.

Ne branchez pas et n’essayez pas d’utiliser une unité visiblement endommagée.

2.2 Eau et humidité

Pour réduire les risques d’incendie et de dommages corporels, l’utilisation de cet 
appareil à l’extérieur et/ou son exposition à la pluie, l’eau ou une humidité 
excessive est expressément interdite.

L’appareil ne doit pas être exposé aux gouttes ou aux éclaboussures et aucun 
objet contenant de l’eau, comme par exemple un vase, ne doit être posé sur 
l’appareil.

2.3 Entretien général

Ne forcez pas les boutons ou connexions externes.

Lorsque vous déplacez l’unité, déconnectez d’abord les connexions de ports en 
série puis le câble d’alimentation et enfin les câbles de connexion avec d’autres 
appareils.
N’essayez pas de nettoyer l’unité avec des dissolvants chimiques ou des produits 
nettoyants en aérosol, car cela peut endommager l’unité. Utilisez un chiffon propre 
et sec.

2.4 Emplacement

L’installation de cette unité doit se faire dans un endroit frais et sec, éloigné de 
sources excessives de chaleur, de vibrations, de poussière, d’humidité et de froid.




